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Step 4: Promoting Synthesis and Creating Team 
Member Projects 

The design is now ready for the team members to start their work.  

 Before generating PlanAhead projects for each team member, promote the initial synthesis 

results.  

 Because the implementation results of the previous step are not used by team members, the 

implementation results do not need to be promoted. 

Promoting Successful Synthesis Results 

To promote the successful synthesis results after synthesis (or implementation) has completed:  

1.  Click Promote Partition in the Flow Navigator (located under Implementation), if the 

Promote Partitions dialog box is not already open.  

2. In the Promote Partitions dialog box, select the top partition in the synth_1 run to be 

promoted. 

 

Figure 10: Promote Partitions Dialog Box  

Do not to promote other partitions at this stage. No useful data exists for the other 

partitions. Promoting them will require additional steps by each team member to change the 

promoted partition state values back to implement for their runs.  
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Figure 12: Specify Partitions 

Creating Team Member Projects for usbEngine and cpuEngine 

To create a consistent starting point for all team members, create multiple copies of the current 

project. For this tutorial, you will create two copies: 

 One project for the cpuEngine partition, 

 One project for the usbEngine partitions. 

The usbEngine instances are copies of a single module, and will be managed by a single 

team member. 

To create team member projects for usbEngine and cpuEngine: 

1. Select File > Save Project As. 

 

Figure 13: Save Project As 
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2. Enter project_TM_usbEngine as the Project Name 

3. Specify the following as the Project location:  

<Extract_Dir>/Tutorial_Created_Data  

4. Verify Create Project Subdirectory is checked. 

5. Click OK.  

6. Repeat 1 through 5 above, with the following parameters: 

 Project Name: project_TM_cpuEngine 

 Project location: <Extract_Dir>/Tutorial_Created_Data 

At this time, you should have three projects for the design team to work from: 

 <Extract_Dir>/Projects/project_TL: The original top-level design project created by the team 

lead. 

 <Extract_Dir>/Tutorial_Created_Data/project_TM_usbEngine: The project to be used by the 

team member working on the two usbEngine partitions.  

 <Extract_Dir>/Tutorial_Created_Data/project_TM_cpuEngine: The project to be used by the 

team member working on the cpuEngine partition.  

In addition, you have created the synthesis data for the top-level partition, and stored it in a 

separate partition repository, under <Extract_Dir>/Promote. 

In the next step of the tutorial you will switch roles, to change from team leader to the designer 

of the cpuEngine partition. 
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Step 5: Working on cpuEngine as Team Member 

Acting as the team leader in the previous steps, you: 

 Set up the design. 

 Created a workspace for each team member. 

You will now switch roles and implement each block as a team member.  

While the work of the team members is usually done in parallel, for this tutorial each team 

member block is handled sequentially.  

For each team member project, you will: 

 Update the project sources to include the completed logic for the team member block. 

 Synthesize the project. 

 Implement the project. 

 Promote the results. 

Adding Sources to cpuEngine 

Begin by adding the design sources to the cpuEngine project since it is already open from the 

last step. Make sure that the current PlanAhead project is project_TM_cpuEngine. If it is not, 

open this project now. 

To add sources to cpuEngine: 

1. Switch to the Project Manager view by click on Project Manager in the Flow Navigator.  

2. In the Sources window, use the Hierarchy tab to expand top and select cpuEngine 

(or1200_bb.v). 

This is the black box module for cpuEngine that was used for the initial project. You will now 

replace this black box module with logic. 

3. Right-click, and select Remove File from Project.  
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Figure 14: Remove or1200_bb.v Black Box Module 

The Remove Sources dialog box opens.  

 

Figure 15: Remove from Project 

4. Click OK. 

5. At the top of the Sources window, click the Add Sources icon.   

6. From the Add Sources wizard, select Add or Create Design Sources. 

7. Click Next. 

8. Click Add Directories to add the completed sources for the cpuEngine instance. 

9. Browse to the following location: 

<Extract_Dir>/Sources/hdl/. 

10. Select the or1200 directory.  

11. Click Select. 
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Figure 16: Add Source Directories – or1200 

12. Verify the directory to be added. 

13. Click Finish. 

14. In the Hierarchy tab of the Sources view, you should see the cpuEngine module can now be 

expanded. 
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Synthesizing and Implementing cpuEngine 

The Elaborated Design and Synthesized Design views are now out of date. To update them, you 

will: 

 Reload (or close and reopen) these views. 

 Verify the partition settings for synthesis and implementation. 

 Launch the runs. 

 Promote the results. 

To reload the design: 

1 If the Elaborated Design view was closed, click Open Elaborated Design in the Flow 

Navigator to load the latest version of the design.  

2. If the Elaborated Design view is open, the banner across the top states that the view is out of 

date. Click Reload to reload the view. 

 

Figure 17: Design Out-of-Date 

3. Click OK to clear the Critical Message dialog box.  

4. In the Netlist view, verify that cpuEngine is no longer a black box, and also note that the two 

usbEngine instances remain black boxes in the current project. 

5. In the Flow Navigator, under Project manager, click Specify Partitions.  

6. In the Specify Partitions dialog box, from the Synthesis tab, verify that: 

 a) Top is set to Import. 

 b) All other partitions are set to Implement.  

At this point, there is no other data to import besides the top-level synthesis results 

provided by the team leader. Top is the only partition that has been promoted. 

If Top is not set to import for synthesis, either of the following might have occurred: 

 Top was not promoted correctly. 

 Automatically Manage Partition Action and Import Location was not checked in the 

Promote Partition dialog box.  

If Top was not correctly promoted, it cannot be imported now. You must return to Step 4: 

Promoting Synthesis and Creating Team Member Projects, to promote the top partition. 



 Step 5: Working on cpuEngine as Team Member 

Team Design Tutorial www.xilinx.com  26 

UG839 (v14.5) April 25, 2013 

 

Figure 18: Specify Partitions Dialog Box 

7. Click the Implementation tab to verify that all partitions are set to Implement. 

8. Click OK to close the Specify Partitions dialog box. 

Note: To save time, instead of running synthesis and implementation in the following sequence, 

open the completed project at: <Extract_Dir>/Projects/project_TM_cpuEngine_completed. When 

the project is open, from the Flow Navigator select Open Implemented Design.  

9. In the Flow Navigator, click Run Implementation to synthesize and implement the design. 

10. If prompted, click Yes to launch synthesis prior to implementation. 

11. In the Implementation Completed dialog box, select Open Implemented Design. 

12. If prompted, click No to not close the Elaborated Design.  

13. Click OK to any Undefined Modules Found or Critical Messages dialog boxes. These are 

expected messages. 

Verifying and Promoting Results of cpuEngine 

With the Implemented Design open, the Device view shows that: 

 The Pblock for cpuEngine is relatively full. 

 The two Pblocks for the usbEngine modules are relatively empty.  

Because the usbEngine instances were black boxes, no logic exists for these two blocks in 

the implemented design. Logic elements belonging to the top partition is placed in the 

usbEngine Pblocks because it was not restricted from being placed there. 

The Highlight Primitives command, in the popup menu of the Device view, can be used to 

create a highlighted view as shown in the following figure.  
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Figure 19: Implemented Design - cpuEngine 

4. To verify that timing has been met, review any of the following: 

 The Timing Score in the Design Runs view 

 The details of the Timing Results window 

 The Timing Score in the Project Summary window 

5. In the Flow Navigator, click Promote Partitions to promote the successful synthesis and 

implementation results. 

Note: If the Elaborated Design view is not opened, you are prompted to open it. 

6. Select only the cpuEngine instance in both the synthesis and implementation runs. 

7. Set the Promote directories.  

 synth_1: <Extract_Dir>/Promote/cpuEngine/synth_1 

 impl_1: <Extract_Dir>/Promote/cpuEngine/impl_1 

The Promote directory used in team design should be a network location or repository that 

is accessible by all team members. This tutorial changes the default promote location to a 

folder outside the project directory structure to emulate such a location. 
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Figure 20: Promote cpuEngine 

8. Uncheck Automatically Manage Partition Action and Import Location. 

While disabling Automatically Manage Partition Action and Import Location is not 

critical to this tutorial, Xilinx recommends removing it for team members in a team design 

flow.  

The cpuEngine team member might continue working on this block. Removing this option 

prevents the software from automatically importing an updated cpuEngine partition on the 

next run. This way the promoted partition results can be imported by the Team Leader as 

needed or as appropriate, rather than every time the cpuEngine designer makes a change.  

9. Click OK to promote the partitions. 
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Step 6: Working on usbEngine as Team Member 

In this Step, you will repeat the procedures of Step 5 as a team member working on usbEngine. 

If multiple processors are available, you can perform this step in parallel while the cpuEngine 

project is implementing.  

Adding Sources to usbEngine 

To add sources to usbEngine: 

1. Close the current open project unless: 

 You are doing this step in parallel, and  

 The cpuEngine has not yet finished implementation, or has not been promoted. 

2. Open the PlanAhead project: 

 <Extract_Dir>/Tutorial_Created_Data/project_TM_usbEngine 

3. Click the Project Manager view. 

4. In the Sources view, use the Hierarchy tab to expand top and select one of the two 

usbEngine  instances (usbf_bb.v).  

This black box module definition is used for the two usbEngine instances in the initial 

project. It will now be replaced with logic. 

5. Right-click to open the popup menu and select Remove File from Project. 

6. Click OK in the Remove Sources dialog box. 

 

Figure 21: Remove Black Box Module usbf_bb.v 
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8. At the top of the Sources window, click the Add Sources icon.  

9. From the Add Sources wizard, select Add or Create Design Sources. 

10. Select Next. 

11. Click Add Directories.  

12. Browse to: <Extract_Dir>/Sources/hdl/ 

13. Select the usbf directory to add the completed sources for the usbEngine instance.  

14. Click Select. 

15. Click Add Files  

16. Select the file: <Extract_Dir>/Sources/hdl/rtlRam.v 

17. Verify the file and directory to be added. 

18. Click Finish. 

 

Figure 22: Add Sources - usbEngine 
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Synthesizing and Implementing usbEngine 

To synthesize and implement usbEngine: 

1. In the Flow Navigator, click Open Elaborated Design to open the Elaborated Design view.  

2. Click OK to close the Critical Messages dialog box.  

3. Verify that the two usbEngine instances are no longer black boxes.  

Notice that in this version of the design, the cpuEngine is still a black box.  

4. In the Flow Navigator, under Project Manager, click Specify Partitions.  

5. From the Synthesis tab, verify that: 

 a) Top is set to Import. 

 b) All other partitions are set to Implement.  

There is no other data to import besides the top-level synthesis results. Top is the only 

partition that has been promoted. 

If Top is not set to import for synthesis, either of the following might have occurred: 

 Top was not promoted correctly. 

 Automatically Manage Partition Action and Import Location was not checked in the 

Promote Partition dialog box.  

If Top was not correctly promoted, it cannot be imported now. You must start over at Step 4: 

Promoting Synthesis and Creating Team Member Projects, or earlier. 

6. Click the Implementation tab to verify that all partitions are set to Implement. 

7. Click OK to exit the Specify Partitions dialog box. 

Note: To save time, instead of running synthesis and implementation in the following sequence, 

open the completed project at: <Extract_Dir>/Projects/project_TM_usbEngine_completed. 

When the project is open, from the Flow Navigator select Open Implemented Design.  

8. In the Flow Navigator, click Run Implementation to synthesize and implement the design. 

9. If prompted, click Yes to launch synthesis prior to implementation. 

10. In the Implementation Completed dialog box, select Open Implemented Design. 

11. Click No, if prompted to close the Elaborated Design.  

12. Click OK to any Undefined Modules Found or Critical Messages dialog boxes. These are 

expected messages. 
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Verifying and Promoting Results of usbEngine 

With the Implemented Design open, the Device view shows that: 

 The Pblocks for usbEngine0 and usbEngine1 are relatively full.  

 The Pblock for the cpuEngine instance is relatively empty.  

Because the cpuEngine instance was a black box, it is expected to be empty. However, some 

logic can be seen in this region. The logic from the top level partition was not restricted from 

being placed inside the cpuEngine Pblock.  

You can use the Highlight Primitives tool to create a highlighted view. 

 

Figure 23: Implemented Design - usbEngine 

1. To verify that timing has been met, review any of the following: 

 The Timing Score in the Design Runs view 

 The details of the Timing Results window 

 The Timing Score in the Project Summary window 

2. In the Flow Navigator, click Promote Partitions to promote the successful synthesis and 

implementation results. 
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3. If the Elaborated Design view is not opened, you are prompted to open it.  

4. Select only the usbEngine0 and usbEngine1 instances in both the synthesis and 

implementation runs. 

5. Set the Promote directories. 

 synth_1: <Extract_Dir>/Promote/usbEngine/synth_1 

 impl_1: <Extract_Dir>/Promote/usbEngine/impl_1 

6. Uncheck Automatically manage Partition action and import location.  

 

Figure 24: Promote Settings for usbEngine0 and usbEngine1 

7. Click OK to promote the usbEngine0 and usbEngine1 partitions. 

8. After the partitions have been promoted, you can close the current project. 
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Step 7: Running the Assembly as Team Leader 

In the previous steps, each team member synthesized, implemented, and promoted a version of 

their block. The team leader can now assemble the design. The team leader: 

 Reopens the team leader project. 

 Sets up the partitions for import. 

Setting Up the Team Leader Project To Do an Assembly Run 

To set up the team leader project to do an assembly run: 

1. Reopen the following project: 

<Extract_Dir>/Projects/project_TL 

This is the original project. It already contains: 

 The defined team member partitions. 

 The successful synthesis results for the top module. 

 The Pblocks for the team member blocks. 

Now, update the project to define the team member blocks as logic instead of black boxes. 

To do this, add the netlists files (NGC) from the successful synthesis runs of each team 

member’s promoted partition. 

2. From the Project Manager, click Add Sources.  

3. Select Add or Create Design Sources. 

4. Click Next. 

5. Select Add Files. 

6. Add the following files: 

 <Extract_Dir>/Promote/usbEngine/synth_1/usbEngine0#usbf_top.ngc 

 <Extract_Dir>/Promote/usbEngine/synth_1/usbEngine1#usbf_top.ngc 

 <Extract_Dir>/Promote/cpuEngine/synth_1/cpuEngine#or1200_top.ngc 

7. Click Finish. 
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Figure 25: Add Post Synthesis Results for Team Member Partitions 

8. In the Flow Navigator, click Open Synthesized Design.  

All partitions are now promoted and defined for this project. It is not necessary to rerun 

synthesis. The latest synthesis results of all team members (including the team leader) are 

used for this assembled design.  

 

Figure 26: Synthesized Design with All Partitions Promoted  
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Updating Partition Settings and Running the Assembly 

To update partition settings and run the assembly: 

1. In the Flow Navigator, click Specify Partitions and access the Implementation Partition 

settings. The Synthesis tab can be left as is since synthesis is not being run again. 

2. Leave the Top partition action as Implement. 

3. Change the following remaining partition actions to Import: 

 cpuEngine 

 usbEngine0 

 usbEngine1 

4. Change the Import from field to the location to which the team members promoted the 

implementation results. 

 cpuEngine: <Extract_Dir>/Promote/cpuEngine/impl_1 

 usbEngine0: <Extract_Dir>/Promote/usbEngine/impl_1 

 usbEngine1: <Extract_Dir>/Promote/usbEngine/impl_1 

Because both usbEngine instances were implemented together and promoted together, the 

Import From location is also the same. 

 

Figure 27: Partition Settings for Assembly Run 

5. Click OK. 

6. Click OK on the Reset out-of-date run dialog to reset impl_1. 
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Note: To save time, instead of rerunning implementation on the current project, open the 

completed project at: <Extract_Dir>/Projects/project_TL_assembled. When the 

project is open, from the Flow Navigator select Open Implemented Design. 

7. Click Run Implementation in the Flow Navigator to launch implementation and assemble 

the promoted partitions into the top-level design of the Team leader. 

8. In the Implementation Completed dialog box, select Open Implemented Design. 

There should be no Critical Messages or Undefined Modules Found dialog boxes. These 

would be unexpected messages. 

Verifying and Promoting Assembly Results 

In this design: 

 Each team member block is logically isolated from other team member blocks. 

 All the boundaries are registered. 

 The placement of each team member block was sufficient the first time through.  

 

 

Figure 28: Implemented Design View of the Assembled Design 
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For more complex designs, this assembly run may be the first of many. The process described in 

this tutorial may be repeated as necessary.  

Each team member project can now start to import other team member blocks from this 

promoted assembly run. This helps interface timing to converge early in the design cycle, 

instead of leaving other team member blocks as black boxes and discovering interface timing 

issues at the end of the design. 

With the Implemented Design view open, you can see the entire design, as seen in Figure 27. 

You can use the Highlight Primitives command to create this highlighted view. 

Verifying That Timing Has Been Met 

To verify that timing has been met, review any of the following: 

 The Timing Score in the Design Runs view 

 The details of the Timing Results window 

 The Timing Score in the Project Summary window 

Verifying That All Team Member Partitions Were Imported 

To verify that all team member partitions were imported, review the Implemented Partition 

section of the Project Summary view. 

 

Figure 29: Partition Summary Section of Project Summary 
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Promoting Successful Synthesis and Implementation Results 

Modifications to the design may require some or all of this flow to be repeated. Using these 

successful assembly results in future iterations may be beneficial. To promote the successful 

synthesis and implementation results: 

1. In the Flow Navigator, click Promote Partitions. 

2. If the Elaborated Design view is not opened, you are prompted to open it. Click OK. 

3. Select all partitions in both the synthesis and implementation to be promoted.  

Because the placement of the Top partition meets all interface timing, each team member 

can now begin to import Top, as well as other team member partitions to maintain this 

interface timing in all future iterations. 

4. Set the Promote directories: 

 synth_1: <Extract_Dir>/Promote/top/synth_1  

 impl_1: <Extract_Dir>/Promote/top/impl_1 

Note: Promote/top/synth_1 already exists from an earlier step, but you will need to add 

impl_1 to the Promote/top folder. 

 

Figure 30: Promote Settings for Assembled Design 

For this tutorial, the synthesis results for the team leader have not changed from when they 

were last promoted. However, the team leader might develop additional logic in the top 



  

Team Design Tutorial www.xilinx.com  40 

UG839 (v14.5) April 25, 2013 

level design in parallel with the other team members. Promoting synthesis and 

implementation now ensures that all team members can work on the latest design.  

5. Uncheck Automatically Manage Partition Action and Import Location. 

Disabling Automatically Manage Partition Action and Import Location prevents the 

software from automatically changing the import locations of the team member partitions to 

the location to which they were just promoted (Promote/top).  

Instead, the software maintains the locations defined in the previous steps. This simplifies 

running the assembly step in future iterations.  

6. Click OK. 

Conclusion 

In this tutorial, you did the following: 

 Used partitions and the Team Design methodology to synthesize and implement a design in 

multiple parts. 

 Assembled the full design. 

 Synthesized and implemented blocks as black boxes.  

 Promoted successfully synthesized and implemented partitions to a central repository.  

 Created PlanAhead projects for each team member. 


