& XILINX. Using WDK

Install XNIC Driver

1. Figure F-18 indicates the Add Hardware Wizard detects the ethernet adapter for which
the XNIC driver must be installed. Select Install from a list or specific location and
click Next.

Found New Hardware Wizard

Welcome fo the Found New
Hardware Wizard

Thiz wizard helps you install zoftveare far:

il Ethernet Adapter

f;':} If pour hardware came with an installation CD
== or floppy disk, insert it now.

What do pou want the wizard bo do?

() Inztall the software automatically (Fecommended)
(%) Install from a list or specific location [Advanced)

Click Mext to continue.

I MNesxt » l[ Cancel

UG399_aF_18_10271
Figure F-18: Add New Hardware Wizard for XNIC Driver

2. Browse to <path>\compiled drivers\xnic, and click Next (Figure F-16).

UG399_aF_19_102711

Figure F-19: Search Path for XNIC Drivers
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Appendix F: Compiling Windows Drivers

& XILINX.

3. If the dialog box shown in Figure F-20 opens, click Continue Anyway.

The software you are installing for this hardware:

Hiling Ethernet Adapter

haz not pagzed Windows Logo testing to werify itz compatibility
with Windows XP. [Tel me why thiz testing is important. |

Continuing your installation of this software may impair
or destabilize the comrect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

Continwe Anpway ] I STOP Installation

UG399_aF_21_102711

Figure F-20: Hardware Installation Dialog Box

4. When the XNIC driver is installed Figure F-21 opens. Click Finish.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finizhed inztalling the zoftweare for:

FF-FFI Hilire Ethernet Adapter

Click Finizh to close the wizard.

Figure F-21:

UG399_aF_22_102711

XNIC Driver Installation Complete
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& XILINX.

Using WDK

Install XBLOCK Driver

1.

Figure F-22 indicates the Add Hardware Wizard detects the block device for which
XBLOCK driver must be installed. Select Install from a list or specific location and
click Next.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard helps you install software faor:

wilire Black Driver Device

\'] If pour hardware came with an installation CD

&2 or floppy disk. insert it now.

"What do vou want the wizard to da?

() Install the zoftware automatically [Fecommended)
(%) Inztall fram a list or specific lacation [Advanced)

Click Mext to continue.

[ Mest > ][ Cancel ]

UG399_aF_23_102711

Figure F-22: Add New Hardware Wizard for XBLOCK Driver

2. Browse to <path>\compiled drivers\xblock, and click Next (Figure F-23).

Found New Hardware Wizard

Please choose your search and inztallation options.

(%) Search for the best driver in these locations.

Uze the check boxes below to limit or expand the default zearch, which includes local
pathz and removable media. The best driver found will be installed.

[ 5earch removable media (floppy, CO-ROM...]

Inchude this location in the search:

C WsB_pcie_dma ddrd_gbe axi v1_3\windows_driv :I

() Don't search, | will choose the driver to install.

Chooge thiz option to zelect the device driver from a list. Windows does not guarantee that
the driver pou chooze will be the best match far your hardware.

[ ¢ Back ” Mext » l[ Cancel

UG399_aF_24_102711

Figure F-23: Search Path for XBLOCK Drivers
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Appendix F: Compiling Windows Drivers & XILINX.

3.  When the XBLOCK driver is installed Figure F-24 opens. Click Finish.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard haz finished ingtalling the software for;

\> Hiling Block Driver Device

Click Finizh to close the wizard.

UG399_aF_25_102711

Figure F-24: Xilinx Block Data Driver Installation Completion Window

Launch Performance Monitor

1. To launch the Performance Monitor application, double-click the xpmon executable
xpmon. exe in the compiled drivers directory. See Using Application GUI,
page 29 to run the application GUI
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